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Requirements 
1.  3/8” box end wrench 

Removing the Column Adjuster Assembly 

The following is an instruction procedure for replacement of the Column Adjuster Assembly for a Loadcell for 
the CentriFlow Meter. 

1.  Hold  the  Transducer  as  shown  in  Figure  A  ensuring 
that  the center of  the Transducer  is secured and can 
not be torqued. 

2.  Using a 3/8” box end wrench,  loosen the Column Ad‐
juster Nut until it can be hand turned. 

3.  Hand  loosen  the  nut  several  turns  so  that  it  is  no 
longer tight against the Transducer. 

4.  Hold the Transducer as shown  in Figure B so that the 
Column Adjuster Nut will not turn. 

5.  Using  the  3/8”  box  end wrench,  loosen  the  Column 
Adjuster Assembly by turning the Clamp until it comes 
loose of  the  Transducer  and of  the Column Adjuster 
Nut. 

6.  Remove the Column Adjuster Assembly. 
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Installing the new Column Adjuster Assembly 

1.  Place the Column Adjuster Nut over the threaded hole 
in the Transducer and hold in place. 

2.  Thread  the  new  Column  Adjuster  Assembly  through 
the Transducer into the Column Adjuster Nut. 

3.  Continue  threading  the  Column  Adjuster  Assembly 
through the Column Adjuster Nut until several threads 
are showing on the opposite side of the Nut. 

4.  Thread the Column Adjuster Assembly into the  center 
section of the Transducer. 

5.  Hold  the  Transducer  as  in  Figure  B  and  continue 
threading  the  Column  Adjuster  Assembly  into  the 
Transducer  until  approximately  1/8”  of  the  threads 
are visible. 

6.  Leaving  a  small  gap  between  the  Column  Adjuster 
Clamp and the top of the Transducer, hand tighten the 
Column Adjuster Nut. 

7.  Ensure that the Column Adjuster Clamp is straight and 
lightly tighten the Column Adjuster Nut with your 3/8” 
wrench, being sure not to torque the Transducer.   

8.  Ensure your Ohm  readings are correct as per  table 1 
above. 
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Table 1 
 

    Wires             Ohm Reading 
Green/Black 1100 ohms 
Red/White 1000 ohms 
All others 800   ohms 


