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INSTALLATION REQUIREMENTS 
 

 The meter  is  to  be  used  in  a  location where  the  product  can  be  dropped  from  a  fixed 
height  such  as  a  conveyer,  or  any  type  of  feed  system,  which  will  give  a  reasonably         
constant  initial vertical velocity.   The design of the meter requires the product to contact 
the Tangential Plate and have some vertical drop. 

 The meter should be installed so that it is level in two planes.  Use the Bubble Level on top 
of the Seal Top to help (this  is not applicable for meters that are  installed at a 10° or 20°        
angle) . 

 The meter should be mounted using the mount holes only. The mounting method should 
minimize vibration and any movement.  With a Type II Configuration mounting should not 
be done using the flange. 

 Guides  to  reduce product  stream  to  the meter Pan width  are  required  if  the  conveyer/ 
feed system is wider than the meter Pan.  Conversely, if the conveyer/feed system is con‐
siderably less than the width of the meter Pan, a spreader is required to widen the product 
stream to the width of the meter Pan. 

 The  discharge  chute  that  the  product  stream  empties  into  after  traveling  through  the     
meter must  be  free  flowing, meaning  that  it  does  not  allow  product  to  build  up  and       
consequently contact the Pan of the meter. 

 The Electronics Enclosure should be wired using only the factory cable.  There is a standard 
50’ Remote Electronics Cable supplied with the CentriFlow® Meter.  The Electronics Cable 
should be cut to the exact length required.  Do not coil the cable. 

 It is required that the Remote Electronics Cable be run through grounded metallic conduit 
connected on  the side of  the module and  the bottom of  the Electronics Enclosure.   This 
Cable MUST be in a separate conduit than that of the AC Power or 24 Vdc Power supplied 
to the Electronics Enclosure.  This is noted both in this manual and on the Enclosure itself. 

 

INSTALLATION TROUBLE AREAS 
 

 The  CentriFlow®  Meter’s  4‐20mA  signal  is  self‐powered  and  does  not  require  any             
additional voltage. 

 DO NOT RUN 480V, 240V, 120V, AND SIGNAL LINES  IN THE SAME CONDUIT.   The power 
and signal  lines should be separate from each other and from all other devices.   Running 
any other power or signal lines in the same conduit could affect the performance of your 
meter.  Isolate both power and signal lines from each other at all times. 

 The  CentriFlow®  Meter  is  balanced  at  a  specific  angle  and  should  not  be  subject  to          
vibration or movement.  The mass of the mount should be at least 2 times the mass of the 
meter . 

 The Seal Top should be on the meter at all times that you are not working inside the meter.  
This  is to keep all foreign materials out of the meter that could obstruct  its movement or  
impair its functionality. 
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