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METER MODULE

SHOWN WITH ACCESS DOOR REMOVED

PULSED AIR SYSTEM
(OPTIONAL - REQUIRES 100 PSI DRY AIR SUPPLY)

BACKPLATE
BUBBLE LEVEL
SEAL TOP

MOUNTING
BRACKET

ACCESS DOORS

1.  MODULE PARTS ARE CONSTRUCTED OF 6061 ALUMINUM OR
     OPTIONAL 304 STAINLESS STEEL
2.  TYPE II ENCLOSURE CONSTRUCTED OF 16 GAUGE (0.060") 304
     STAINLESS STEEL OR OPTIONAL POWDER COATED CARBON STEEL
3.  NOT PRESSURE RATED)
4.  WEIGHT: ALUMINUM - TBD
                    STAINLESS STEEL - TBD
5.  SEAL TOP SHOULD BE ACCESSIBLE FOR INSTALLATION AND
     MAINTENANCE.
6.  ACCESS DOORS ARE HINGED.  ALLOW CLEARANCE FOR OPENING.
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          c.  WELD FINISH TO BE A FINE RIPPLE OR A 
                    200 GRIT GRIND AS REQUIRED.
          d.  WELDS TO BLEND WITH PARTS WITHOUT
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NOTES:
 MODULE PARTS ARE CONSTRUCTED OF 6061 ALUMINUM OR1.
 OPTIONAL 304 STAINLESS STEEL

2.             TYPE II ENCLOSURE IS CONSTRUCTED OF 16 GAUGE (0.060") 304 
 STAINLESS STEEL OR OPTIONAL POWDER COATED CARBON STEEL

3.             NOT PRESSURE RATED
4.             WEIGHT:  ALUMINUM: TBD

   STAINLESS STEEL: TBD
5.             THE SEAL TOP SHOULD BE ACCESSIBLE FOR INSTALLATION AND 
                MAINTENANCE
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