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Powering On

To power on your digital electronics, open the Digital Electronics Enclosure and close the knife
disconnects located on the VAC Power wiring connections as shown below.
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Knife Disconnects

Close the Digital Electronics Enclosure. The HMI should now be coming on. Upon startup, the
HMI will display the Main Menu Screen, also called TOP, as shown below. In the lower corner
you will also notice an indicator displaying whether you currently have a Flash Card Installed

and if you have any alarms currently activated.

2 e

In/70ut Functions

| Preferences

www.easterninstruments.com Fax: (910) 392-2123

416 Landmark Drive Phone:(910) 392-2490

Wilmington, NC 28412




E A ST E-RNMN I N ST  RUMEDNNTS

If the menu page is left undisturbed for several minutes the page will automatically switch to
the TOP.Run page seen below:

TOP.RUN

Main Display

Local Control
Remote Alarm
Reset Preset

From the TOP.RUN page, the Plot Button can be pressed in order to access the Plot page which
will display the standard trend plot screen, pictured below. Another plot screen called an

oscilloscope plot can also be accessed.
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For more information on the Oscilloscope page, the TOP page and the TOP.RUN page please
see the HMI Screen Guide within this manual. Before running product through the meter, it is
recommended that a Static Calibration and a Dynamic (Product) Calibration be run. Please see
the appropriate sections within this manual for each procedure as well.
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