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OBJECTIVE: Use of Remote Electronics Cable  
longer than Standard 50 ft (15 m), but no more  

than 250 ft (76.2 m). 
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Specifications/Settings:  
• Maximum Length of Cable is 550 ft (167 m) 
• Use of Supplied Non‐Spliced Remote Electronics Cable (Pre‐Cut to 250 ft by Factory) is 

recommended 
• Installation must use Rigid Metallic Grounded Conduit with RF Sealing 
• Routing must be away from any EMF areas such as motors, or high current conductors 
• Maximum Static Calibration Voltage of 1.5 Volts 
• If RF or EMF Condition is present, use of Remote Electronics Cable should be limited to 

50 ft (15 m) Maximum 
• Use the minimum length of Cable as is necessary when over 50 ft (15 m) 

Operation: 
♦ After wiring Remote Electronics Cable in Conduit from Meter to Electronics Enclosure, 

set Static Calibration Voltage according to Installation & Operations Manual. 
♦ With normal operating  conditions present, ensure  that Manual Zero  remains Stable 

with no product flow. 
♦ AC reading of Manual Zero should be below 5.0 mVAC with no product flow (This may 

be unable to be checked if there is any vibration around meter mount). 
Implementation: 

Option  for 250  ft  (76.2 m) can be added at  time of Meter Order by changing Order  
Entry Designator E3 to Letter B. 

50’ ‐ 550’ (15m ‐ 167m) 


