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OBJECTIVE: Explosion Proof System for CentriFlow® 
Meters, Type I or Type II, and Remote Electronics  

located in a hazardous location. 
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 EXPLOSION PROOF  
OPTION #1 (AIR PURGE/ 

PRESSURIZATION SYSTEM) 

 
 CENTRIFLOW® ELECTRONICS 

IN HAZARDOUS LOCATION 

 

 
CENTRIFLOW® METER 

IN HAZARDOUS LOCATION 

Specifications:    
• Class II Rating, Group F & G, Division 2 
• Rating Reduction: Division 2 to Unclassified 
• 5 to 120 PSI Max, Clean Instrument Air for Supply Air 
• Enclosure Volume: 10 ft³ Maximum 
• Safe Pressure: 1.0" 
• Connection Fittings to Air Purge/Pressurization System: 1/4"  
• Links  to Remote  Electronics  Enclosure  and  between Remote  Electronics  Enclosure 

and Meter Module must be Sealed (Both Air Attachments and Electrical Conduit) 
• 120 VAC, 15 Amp rating for Pressure Switch Contact 

Operation: 
♦ Start‐up requires air supply to be engaged and enclosure power to be deenergized. 
♦ Adjust  Pressure  Control  Regulator  on  Pressurization  System  to  set  Safe  Pressure 

reading from Reference Gauge. 
♦ When Pressure is stable, then power to enclosure can be energized. 
♦ If Safe Pressure is lost, Pressure Switch will contact.  This can be used to send a visual 

or audible alarm. 
Implementation:  

Option  for  Explosion  Proof  System  #1  can  be  added  at  time  of Meter  Order  by  
changing Order Entry Designator M7 to Letter C. Attachment of Air Lines and Conduit 
MUST be done by installer due to the nature of maintaining seal connections. 
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