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OBJECTIVE: Intrinsic Safety Barrier System for a   
CentriFlow® Meter located in a hazardous area with    
Remote Electronics located in a non‐hazardous area. 
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Specifications:  
• Intrinsic Safety Barrier Manufacturer: R. Stahl Intrinspak 
• Rated for Hazardous Area: Class I, II, III, Division 1 and 2, Groups A‐G 
• Mounting Location: Non‐Hazardous or Class I, Division 2 
• Cable Connection: 50  ft Max. Remote Electronics Cable  from Barrier 

to Module, and 10  ft Max Cable  from Barrier  to Remote Electronics 
Enclosure 

• Operating Temperature: ‐4°F to 140°F (‐20°C to +60°C) 
• Relative Humidity Range: 0 – 95%, No Condensation 
• Degree of Protection: IP40 to IEC 529 
• Barrier Flame Resistance Rating: HB to UL94 
• Minimum Wire Gauge for I.S. Ground Conductor: #12 AWG 

Necessary 
Components: 

♦ + Excitation: 9001/01‐158‐390‐10 
♦ – Excitation: 9001/02‐016‐150‐11 
♦ +/‐ Signal: 9002/22‐093‐040‐00 

Implementation: 
Option for Intrinsic Safety Barrier System can be added at time of Meter 
Order by changing Order Entry Designator E5 to Letter B. 

Date: July 27, 1998 
By: JGS 
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