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Ratemeter/Totalizer Output Setup, Calibration  
and Remote Reset 

 
 
Averaging Output: 
 
An optional 4- 20mA (0- 20mA) averaging output is available on your Ratemeter/Totalizer.   
 
Accuracy: 50µA worst case 
Compliance Voltage:  3 to 30 VDC non conductive 
 
The optional analog (averaging) output feature uses 4 dip switches on the back for setup.  
These switches are used as follows: 
 

SW1 – View or change “set low” (4mA) and/or “set high” (20mA) values 
SW2 – Select output for rate or total 
SW3 – Select 4-20mA or 0-20mA 
SW4 – Calibrate the output. 

 
Switch 1 – Enter Analog Low & High (normally off) 

 Switch 1 is used to load in the low (4mA or 0mA) and/or the high (20mA) 
output settings.  With the power on, set the switch to on (up).   

 
Low Setting is viewed or changed by pressing PRE A.  If the displayed 
value is correct, press ENTER.  If not, press buttons A through E to input 
the desired value and press ENTER. 
 
High Setting is viewed or changed by pressing PRE B.  If the displayed 
value is correct, press ENTER.  If not, press buttons A through E to input 
the desired value and press ENTER. 

 
 Return switch 1 to OFF (down) position, PRE A and PRE B now function 
to view or change relay trip values (set points). 

 
Switch 2 – Select Count or Rate (rate is default, normally off) 
Switch 3 – Select 4-20mA or 0-20mA (4-20mA is default, normally off) 
 
Output Calibration: 
 
Switch 4 – Calibrate (normally off) 
 Switch 4 is used for calibration.  Calibration is done at the factory and should not 
be needed.  If recalibration is necessary, a calibrated 20mA ammeter with a 1µA 
resolution is needed.  Attach the “+” lead of the meter to pin 13 and the “-“ lead to pin 14.  
Set the switch 4 on (up).  The unit will output approximately 20.000mA and a decimal 
will light in the third position.  Read the output using the ammeter.  Press PRE A.  If the 
display is the same as the ammeter reading, press ENTER.  If not, press buttons A 
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through E to make the display read the same as the ammeter, press ENTER.  Return the 
switch to off (down). 
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Analog Out Serial Port Setup Switches

ON

Rear View

Terminals

1. Relay A Common
2. Relay A N.O.
3. Relay B Common
4. Relay B N.O.
5. Input A
6. Input B
7. 18V Out/+DC In
8. -DC (Ground)
9. Reset Input
10. Not Used
11. 110/220 VAC
12. 110/220 VAC

13. 18V Out
14. Analog Out (Sink) To Ground

To Frequency Voltage
To Frequency Output

AC +
AC -

Reset Voltage

 
 
 
Remote Reset: 
 
 The Ratemeter/Totalizer has 2 totalizers built into it.  Totalizer A can be reset remotely
by sending a 4- 30VDC signal to terminal 9.  The totalizer A (Counter A) will reset on the 
negative edge of the voltage.  Make sure to ground into terminal 8 with the discreet 
voltage being used.  Most common setups would include a solid state relay that sends a 
voltage to the reset based on a desired total or using one of the optional Relays.  
 
 
 
 
 
 
 
 


